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SECTION 07 92 23


Dow Corning® P5200 ADHESION PROMOTER

*****  This product guide can be used to specify Dow Corning® P5200 Adhesion Promoter, a low-VOC cleaner and primer designed to enhance adhesion of silicone sealants on both porous and nonporous surfaces. This product specification can be inserted into SECTION 07 92 00 - JOINT SEALANTS or SECTION 07 01 91 - JOINT SEALANT RENOVATION. The various paragraphs will need to be inserted in the appropriate locations in Part 1, 2, or 3 of those sections. It can also be inserted in other sections where a silicone sealant and primer are installed as part of another construction element. It is not likely that a separate specification section focused specifically on Dow Corning® 1200 Prime Coat would be used.  *****

PART 1 - GENERAL
1.1
SUMMARY


A.
Section includes low-VOC cleaner and primer to enhance adhesion of one-component silicone sealants on both porous and nonporous surfaces for both new and remedial construction.

1.2

seq level1 \h \r0 

seq level2 \h \r0 
SUBMITTALS


A.
Provide in accordance with Section 01 33 00 - Submittal Procedures:




1.
Product data for cleaner and adhesion promoter. Include material safety data sheets (MSDSs) and certifications showing compliance with specified standards.




2.
Manufacturer’s application instructions.

PART 2 - PRODUCTS
2.1
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seq level3 \h \r0 
ACCEPTABLE MANUFACTURERS


A.
Dow Corning Corporation, P.O. Box 994, Midland, MI 48686-0994; (800) 248-2481; www.dowcorning.com/construction.



B.
Requests to use equivalent products of other manufacturers shall be submitted in accordance with Section 01 63 00 - Product Substitution Procedures.

2.2
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PRIMER


A.
Type: Liquid cleaner for nonporous surfaces and primer applied to both porous and nonporous surfaces to promote adhesion of one-component silicone sealants; Dow Corning® P5200 Adhesion Promoter, as manufactured by Dow Corning Corporation.



B.
Compliance: Sealant shall meet or exceed requirements:




1.
Bay Area Air Quality Management District Regulation 8, Rule 51 for Architectural Sealant Primers.




2.
South Coast Air Quality Management District Regulations for Architectural Sealant Primers.



C.seq level3 \h \r0 
Composition: Dilute, low-VOC, transparent solution of silane coupling agents and other active ingredients.

*****  Dow Corning® P5200 Adhesion Promoter is provided either red or clear.  *****


D.
Color: [Red] [Clear].



E.
Flash point: [88 degrees F] [31 degrees C].



F.
Volatile organic compound (VOC) content: 43 grams per liter.



G.
Shelf life: 18 months.

PART 3 - EXECUTION
3.1
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PRIMER APPLICATION


A.
Prepare substrates and apply primer in accordance with manufacturer’s instructions.



B.
Handle, store, and apply materials in compliance with applicable regulations and material safety data sheets (MSDSs).



C.
Store primer at temperature below [90 degrees F] [32 degrees C] in tightly closed containers. Do not apply primer hydrolyzed by contact with atmospheric moisture and indicated by milky appearance.



D.
Thoroughly clean surfaces of dirt, debris, contaminants, and substances that would inhibit application. Ensure surfaces are dry.



E.
Cleaning application: To clean nonporous surfaces, apply cleaner/primer by two-cloth wipe method.




1.
Apply thin film of cleaner with cloth.




2.
Immediately wipe with second clean, dry cloth.



F.seq level3 \h \r0 
Priming application: Apply primer by cloth dipping, brushing, or spraying. Do not apply over joint backers.



G.
For smooth metal substrates, apply primer by dipping, brushing, or spraying at approximate rate of [400 square feet per gallon] [9.8 square meters per liter].



H.
Allow primer to dry and react 10 minutes in warm conditions and 30 minutes in cold conditions prior to application of silicone sealant.



I.
If sealant is not applied within 8 hours of primer application, reclean and reprime surfaces before applying sealant.

END OF SECTION
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